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Infusion Resin 
A pre-accelerated, white, non-thixotropic DCPD modified unsaturated 
polyester resin specially developed for use in room temperature 
Vacuum–assisted resin injection moulding (RIVA), resin transfer 
moulding (RTM) or injection moulding applications. It has a low 
viscosity to ensure rapid wet-out of the glass fibres. The reduced 
shrinkage of this resin results in mouldings with good surface finish 
and cosmetic properties. 
 
 

Value Proposition 

ü Pre-accelerated 

ü Low viscosity 

ü Reduced resin shrinkage 

ü Good mechanical properties 

ü Rapid curing characteristics 

Target Applications 

Caravans 

Transportation 

Please contact your account 
manager to discuss any 
further application areas. 
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Property Typical Value Test Details 

Heat Deflection Temperature 75 °C ISO 175 

Barcol hardness (934-1) 38 ASTM D 2583 

 

 

 

Property Typical Value 

Appearance White liquid 

Viscosity @ 25 °C, centipoise 110 - 130 

Geltime at 25 °C using:  

1.5% catalyst by weight (50/50 Butanox M60, Curox A300) 
25 – 30 minutes 

Geltime at 25 °C using: 

1.5% w/w Butanox M50 
1.5% w/w Curox A300 
1.5% Curox M340 

 

36 minutes 
25 minutes 
31 minutes 

 
Solids Content % 62 - 64 

 

 

  

 Disclaimer: This information appearing in this Document (Details) concerning the product which is the subject of the Document (Product) is either based on present technical 
knowledge and tests done by allnex or tests done by, and data supplied from third parties.  Since the actual use by you and by others of the Product is beyond the control of 
allnex, no warranty or representation, express or implied is made by allnex regarding the suitability for such use, nor does allnex accept any liability arising out of the use by you 
of other products or materials, whether third party or not, that may be referred to in this Document. allnex recommends that you carry out your own tests as to the suitability of 
the Product for your purpose, regarding which you accept full responsibility.  In addition, if any of the Details appearing in the Document are based upon tests done by, and/or 
data supplied by any third party, allnex provides no warranties or representations in connection with those Details and you, the customer, waive any right you may have against 
allnex in connection with the accuracy, completeness or otherwise of the Details. The information in this Document is not to be construed as absolutely complete or accurate 
since additional information may be necessary or desirable when particular or exceptional conditions or circumstances exist or because of applicable laws or government 
regulations affecting use of the Product. allnex does not provide any warranty or representation to you that the Product does not infringe the intellectual property rights of any 
third party. All orders accepted shall be subject to the standard conditions of sale of allnex which are on the back of our invoice. In accepting the Product you, the customer 
acknowledge and agree: a.) The Product is or may be of a hazardous nature and that you, the customer, are responsible for the disposal of the container housing the Product in 
accordance with the requirements and regulations of the relevant supervising government. b.) The Product has a limited shelf life and must be stored strictly in accordance with 
the guidelines and specifications related to it. c.) Where the Details relate to Product tested by allnex, those Details are indicative only, regarding which there may be batch to 
batch variation. d.) allnex gives no warranty or representation as to the applicability for the particular use by you, the customer, of the Product and you the customer shall be 
responsible for ensuring that the Product is fit for your intended use. e.) allnex’s liability for breach of any term, condition, guarantee or warranty (express or implied and 
concerning the information in this Document or the Product more generally) including any liability for direct or indirect consequential loss (including indirect loss of profits),  is 
limited to the maximum extent permitted by law and, at allnex’s election, to either replacing or repairing the goods or paying the cost of replacing or repairing the goods, or in 
the case of services, supplying the services again. 
© 2018 allnex group. All Rights Reserved.  

 

Typical Cast Unfilled Resin Properties 

Typical Liquid Resin Properties 

Cured at room temperature for 16 hours then post cured for two hours at 80°C, then 2 hours at 120°C. 

Typical values: Based on materials tested in our laboratories but varies from sample to sample. Typical 
values should not be construed as a guaranteed analysis of any specific lot or as specification items.  


